


Model SA1008 Series SA2008 Series

System
CPU 1.5GHz x86 AMD Sempron™ 1.6GHz/ 2GHz or AMD Turion™ 2.0GHz Dual-Core

RAM 1GB 1GB or 2GB

Storage 4GB to 16GB Flash 4GB, 8GB or 16GB Flash, or 120GB HDD

Operating System Microsoft® Windows® XP Embedded Microsoft® Windows® XP Embedded

Display Resolution Up to 1920 x 1080

Network Interface 10/ 100MB BaseT LAN; Wi-Fi 802.11a/b/g (optional)

Software Compatibility Compatible with WebDT Content Manager (WCM) 3.2 or above

I/O Ports
1 DVI-I, 3 Audio jack, 4 USB port, 1 RJ45 connector for Ethernet,
1 DC-in jack, 1 WiFi Dipole antenna (optional)

1 VGA, 1 HDMI, 3 Audio jack, 2 USB port, 1 RJ45 connector for Ethernet, 
1 DC-in jack, 1 S-Video input, 1 Composite video-in, 1 RS232 COM port,
1 WiFi Dipole antenna (optional)

8, 16, 24 or 32 Input Trigger Ports (compatible with 3.5mm (1/8”) mono TRS plug)

Mechanical and Environmental

AC/DC Adapter Input: 100 - 240V; Output: 12V DC Input: 100 - 240V; Output: 19V DC

Dimensions (H x W x D) 1.7 x 5.5 x 5.1 in/  43 x 140 x 130 mm 2.16 x 5.82 x 6.5 in/ 55 x 148 x 165.1 mm

Weight 1.2 lbs/ 544 g 2.3 lbs/ 1050g

Regulatory FCC Class B, CE, C-Tick, RoHS compliant

Temperature Operation: 0°C – 40°C; Storage: -20°C – 60°C

Humidity 0% – 90% non-condensing

* Specifications subject to change without notice.
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• Efficient installation

The web-enabled WebDT Content Manager software provides 
central management of WebDT signage appliances as media 
players, and automates the design and distribution of a wide 
variety of multimedia file format. With the WebDT Content 
Manager, the message to be played is assembled, scheduled, 
and delivered for dynamic playback over a network of appliances 
using standard file formats and protocols.

• Reporting
• Auto recovery
• Power management

• Groups and players
• Media management
• Build-in template
• On-screen touchable buttons
• Scheduling
• Urgent casts
• System management

• Setup content playback for 
   each trigger port

• Infotainment played when  
   product picked up

Consistent product video will be played in 
the top zone
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Feature Highlights:


